
HI839800-02 термоблок для проведения ХПК
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Specifications

Temperature of Reaction 105°C or 150°C (221°F or 302°F)
Temperature Stability ±0.5°C
Temperature Range -10°C to 160°C

Temperature Accuracy ±2°C (@ 25°C)

Capacity
25 vials (dia 16 x 100 mm), 1 receptacle for a stainless steel reference
thermometer

Warm-up Time 10 to 15 minutes, depending on selected temperature
Operating Mode timed (0 to 180 minutes) or infinity mode

Block aluminum
Environment 5 to 50°C (41 to 122°F)
Power Supply HI 839800-01 115 Vac; 60 Hz; 250 W
Dimensions 190 x 300 x 95 mm (7.5 x 11.8 x 3.7")

Weight approximately 4.8 kg (10.6 lb)
Ordering Information HI839800 is supplied with a power cable and instruction manual.

Характеристики

Температура реакции: 105°C or 150°C (221°F or 302°F)
Стабильность температуры: ±0.5°C
Диапазон температуры: -10°C to 160°C



Точность температуры: ±2°C (@ 25°C)

Вместимость: 25 пробирок (диаметр 16 x 100 мм), 1 гнездо для эталонного термометра из
нержавеющей стали

Время прогрева: От 10 до 15 минут в зависимости от выбранной температуры
Режим работы: По времени (от 0 до 180 минут) или непрерывный режим
Блок: Алюминий
Условия эксплуатации: 5 to 50°C (41 to 122°F)
Электропитание: HI 839800-01 115 Vac; 60 Hz; 250 W
Габариты: 190 x 300 x 95 mm (7.5 x 11.8 x 3.7")
Масса: Приблизительно 4.8 kg (10.6 lb)
Информация для заказа: HI839800 поставляется с кабелем питания и инструкцией.
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